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Basics

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a 
joint. Visit https://www.skheme.com/about-us/terms-and-conditions/ for more information.

PRODUCT TYPE: 

COLOURS: 

SIZES:

FINISHES/USAGE: 

AESTHETIC QUALITIES: 

TECHNICAL INFO:

 VARIATION: 

Ceramic and Glazed Porcelain

White, Off-White, Black and Glacier

50x50mm,100x100mm, 75x150mm, 
100x200mm 200x200mm, 100x300mm, 
200x600mm and 300x600mm
Rectified and Non Rectified Edges

Matt and Gloss/Wall only

Clean monochrome scheme

More info located on last page

Basics is our collection of white and black ceramic wall tiles. 
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Basics

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.

RECTIFIED
PRODUCT SPECIFICATIONS 

SIZES

150x600mm

300x600mm 

150x600mm

300x600mm

FINISHES

MATT

MATT 

GLOSS

GLOSS

TILE EDGE

RECTIFIED                 

RECTIFIED   

RECTIFIED                 

RECTIFIED               

BASICS WHITE

FORMATS

300x600mm

150x600mm



2/12 Neild Avenue Rushcutters Bay, NSW 2010 AUSTRALIA 

P +61 2 8755 2300 | F +61 2 8755 2350 | E info@skheme.com

Basics

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.

NON-RECTIFIED

PRODUCT SPECIFICATIONS 

SIZES

50x50mm

100x100mm

75x150mm

100x200mm 

100x300mm

300x600mm

50x50mm

100x100mm

75x150mm

100x200mm

200x200mm 

100x300mm

200x600mm

300x600mm

FINISHES

MATT

MATT

MATT

MATT 

MATT 

MATT

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

TILE EDGE

           

NON-RECTIFIED

NON-RECTIFIED    

NON-RECTIFIED                

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED   

NON-RECTIFIED 

NON-RECTIFIED                 

BASICS WHITE BASICS BLACK

FORMATS

*Please note - Not all colours available in some sizes/finishes. 

Please check our website and pricelist for confirmation

75x150mm

200x200mm

200x600mm

300x600mm

100x200mm

100x100mm

100x300mm

50x50mm
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BasicsPRODUCT SPECIFICATIONS 

SIZES

50x50mm

100x100mm

75x150mm

100x200mm 

100x300mm

300x600mm

50x50mm

100x100mm

75x150mm

100x200mm

200x200mm 

100x300mm

200x600mm

300x600mm

FINISHES

MATT

MATT

MATT

MATT 

MATT 

MATT

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

GLOSS

TILE EDGE

           

NON-RECTIFIED

NON-RECTIFIED    

NON-RECTIFIED                

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED

NON-RECTIFIED   

NON-RECTIFIED 

NON-RECTIFIED                 

FORMATS

*Please note - Not all colours available in some sizes/finishes. 

Please check our website and pricelist for confirmation

75x150mm

200x200mm

200x600mm

300x600mm

100x200mm

100x100mm
50x50mm

100x300mm

NON-RECTIFIED MOSAICS

BASICS GLACIER WHITE MATT BASICS GLACIER WHITE GLOSS BASICS OFF-WHITE MATT BASICS OFF-WHITE GLOSS

BASICS OFF-WHITE MATT BASICS OFF-WHITE GLOSSBASICS GLACIER WHITE MATT BASICS GLACIER WHITE GLOSS

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.
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Basics

Please note that all products must be fabricated using score & snap method and/or wet cutting in conjunction with AS/NZS 
1716:2012, AS/NZS 1715:2009, AS/NZS 60335.2.69:2017” For more information please refer to: https://www.safework.nsw.gov.au

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.

resulttechnical characteristics test method

water absorption

surface quality

breaking strength (S)

abrasion resistace

chemical resistance

resistance to frost

EN ISO 10545-3 

EN ISO 10545-2 

EN ISO 10545-4 

EN ISO 10545-7 

EN ISO 10545-12 

17.8% pass 

100% pass

fully resistant

pass

1230 pass

minimum class B

Class 4 
2100


