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Pedra

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a 
joint. Visit https://www.skheme.com/about-us/terms-and-conditions/ for more information.

PRODUCT TYPE: 

COLOURS: 

SIZES:

 
FINISHES/USAGE: 

 AESTHETIC QUALITIES: 

TECHINICAL INFO: 

 

VARIATION: 

Full bodied porcelain

Serena, Bedonia and Belgian Black 

300x300mm, 300x600mm and 
600x600mm
Rectified edges

Matt, Grip and Semi Polish/Floor and Wall

Natural movement

P3 Pendulum Slip rating (Matt)
P5 Pendulum Slip rating (Grip)  
AWT P4 Pendulum Slip rating after 500 
cycles (Grip)  
More technical data on the last page. 

Inspired by nature, the PEDRA series is a combination of beauty and durability. With textures 

and shades similar to our organic surroundings, the PEDRA porcelain tiles are appropriate 

for use as internal and/or external floor and wall coverings in residential or commercial 

environments.
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Pedra

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.

FORMATS 

600x600mm

300x300mm300x600mm

*600x600mm GRIP is available only in Belgian

**Belgian Black Matt recieves a P2 Slip Rating

PRODUCT SPECIFICATIONS 

SIZES

300x300mm 

300x600mm 

600x600mm 

300x600mm

600x600mm 

300x600mm 

600x600mm*

FINISHES

MATT 

MATT 

MATT

SEMI POLISH

SEMI POLISH 

GRIP 

GRIP

SLIP RATINGS

P3 Pendulum**

P3 Pendulum       

P3 Pendulum 

- 

- 

P5 Pendulum 

P5 Pendulum

TILE EDGE

                 

RECTIFIED 

RECTIFIED 

RECTIFIED 

RECTIFIED 

RECTIFIED 

RECTIFIED 

RECTIFIED

SERENA MATT

SERENA SEMI-POLISH

SERENA GRIP
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Pedra

Please note that all products must be fabricated using score & snap method and/or wet cutting in conjunction with AS/NZS 
1716:2012, AS/NZS 1715:2009, AS/NZS 60335.2.69:2017” For more information please refer to: https://www.safework.nsw.gov.au

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.

TECHNICAL DATA 

test method valuetechnical characteristics

water absorption iso 10545-3 <0,1%<0,5%

frost resistance iso 10545-12 resistantrequired

surface abrasion iso 10545-6 110 - 130 mmMax 175 mm

thermal shock resistance iso 10545-9 resistanttest method available 

chemical resistance iso 10545-13 conforms to standardtest method available 

stain resistance iso 10545-14 conforms to standardtest method available 
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https://www.safework.nsw.gov.au

